ZH-1XD15-WC
Date and time sync for wireless IP cameras

In order to set the date and time on your IP camera, you will first need to install and
search for your device's IP address using the IPC Search Tool software.

Link for IPC Search Tool:

http://files.zmodo.com/Software%20Files/NVR%20Tools/IPCSearch1.0.15 Setup.exe
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Device name | Device D [ wireless [pHce [P | Gateway [ sub mask [mac [ 5w version | video number | Audio rumber
P NELAS P = 172.16.6.199 172.16.4.1 2552552520 O4isclsfileee  VA.0.214 4 0
MS171H LRYASVYSOIE... ¥ ¥ 172.16.5.129 172.16.4.1 2552552520 045059474 V52082 1 1
ZP-NE14-S 14RV33FH5264... - - 172.16.5.252 172.16.4.1 255.255.252.0 04:5c:06:92:9d: 11 v40.0.2.7 4 0
MS171H 14HF45KH5014... Y Y 172.16.4.135 172.16.4.1 255.255.252.0 04:5¢:06:94: 7a:5d v5.2.0.91 1 1
P HELS LBVIIME2AS... - 172166201 1721641 2552552520 O4Sc0sekidize V0.2 4 0
PHEL4S 133300035 - - 172.16.5.10 172.16.4.1 2552552520 045c0:05:i2cAF V40.0.23 4 0
ZP-NE14-S 1333000245 = o 172.16.4.116 172.16.4.1 255.255.252.0 04:5¢:06:05: 2bied V40.0.2.14 4 0
ZP-IBH15-51 000000000000. . N Y 172.16.5.172 172.16.4.1 255.255.252.0 04:5¢:06:07:fe:6c ¥5.1.0.11 1 0
ZPIBH15 51 000000000000... N ¥ 72165182 1721641 2552552520 O4scdmOTfese VS04 1 0
PBH23 51 000000000000... N ¥ 172.16.6.57 172.16.4.1 2552552520 04:5c06:0%:3Tba V6.0.0.5 1 0
ZP-IBH15-51 000000000000... N N 172.16.5.11 172.16.4.1 255.255.252.0 04:5c:06:91: 28:d1 ¥5.1.0.10 1 0
ZPIEH1551 000000000000... N N 172.16.5.12 172.16.4.1 2552552520 045c0s:9L28:d6  V5LOD 1 0
ZPIBH15 51 000000000000... N N 172.16.5.13 172.16.4.1 2552552520 O45G059L2%ed  VEL0.40 1 0
ZP-IBH15-51 000000000000... N N 172.16.5.14 172.16.4.1 255.255.252.0 04:5c:06:91:28:88 ¥5.1.0.10 1 0
CP-IET15-5 0000000000 N Y 172.16.5.255 172.16.4.1 255.255.252.0 04:5c:06:05:ef:47 ¥5.0.0.13 1 0
ZMsH72L ¥ N 172.16.4.160 172.16.4.1 255.255.2520  O4Sc0s9%eab?  V520.23 1 1

You can then open Internet Explorer to access the cameras settings using the
camera's IP address.

Videopors LI

Language: SN

Here you can see the date and time settings. click on "SYNC TIME" to allow the
device to use the same time as shown on the PC.
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If you have multiple camera, you may need to do this for each individual camera.
Unique solution ID: #1349
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